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TECHNICAL DATA

DESCRIPTION

New A K G  D-1000 Ser ies  m icrophones are 
s p e c ia l ly  des igned  for the perfo rm ing a r t is t .  
A b u i l t - in ,  e x c lu s iv e  A K G  mode s w i tc h  pro
v id e s  c re a t iv e  co n tro l  at the m icrophone for 
p ro fe s s io n a l  p ro je c t io n  of a pe rson a lize d  
sound. P er fo rm ing  s in g le s  or groups, voca l or 
in s tru m en ta l  can adapt Ser ies  D-lOOO’ s spe c ia l  
f requency  response e f fe c ts  to any type of 
m usic  from ba l la d  to beat. R ecessed for easy 
mode s e le c t io n  w i th o u t  a c c id e n ta l  opera tion , 
the three p o s i t io n  B-M-S*sw itch fu n c t io n s  as a 
un ique mood and en v ironm en ta l sound con tro l.

T h e  e f f e c t iv e  c a rd io id  (one d i re c t io n )  s e n s i 
t i v i t y  keeps sound personal and re je c ts  un
wanted rear no ise from the aud ience . The 
c lo s e -w o rk in g  p ic k  up pa tte rn  m in im iz e s  re
a m p l i f ic a t io n  of ins trum ent loudspeaker sound 
th rough the vo c a l  re in fo rc em e n t  system . Feed
back squeal is suppressed when the m ic ro 
phones m ust be used c lo s e  to loudspeakers  or 
in an a c o u s t ic a l ly  un favorab le  area.

Frequency  response

S e n s i t i v i t y

Impedance

D ire c t io n a l  c h a r a c t e r i s t i c s  

Mode s e le c t io n  s w i tc h  

D in tensions 

Weight

40-16,000 Hz ± 3 db

-53 db (re 1 mW/10 d y n e s /c m ^ )

D-1000E , 200 ohms. D -1000TS , high

C a rd io id

B —  B ass ,  M —  Medium, S —  Sharp 

6 "  x 1 7 / 1 6 ”

9 1 /2  oz.
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T he spec ia l n o n -m e ta l l ic  M A K R O F O L  d ia 
phragm of  D-1000 Ser ies w i th s ta n d s  h igh  sound 
p re ssu re s ,  and a s in te red  bronze cap f i l te r s  
breath n o is e s  and c o n t ro ls  pop w h ile  p ro te c t ing  
the  sys tem  from d i r t  and m ois tu re .  A K G  D-1000 
Series are ex trem e ly  rugged. The system is 
shock-m ounted to m in im ize  ha nd lin g  no ise. 
The a t t r a c t iv e  and p r a c t ic a l  f i t - to - th e  hand 
de s ign  is enhanced by a non-g lare , s i lv e r -g ra y  
s a t in  f in i s h .  T h e y  are supp l ied  com p le te  w ith  
15 ’ ca b le ,  necessa ry  c o n ne c to r(s ) ,  qu ick -  
remove stand adapter and case.

CONNECTION DIAGRAMS

M K -7 /T S -5
ACCESSORIES
MSH-58E F le x i b le  shaf t
S A -10/3  Stand adapter (a round connecto r)
MK C ab le  ser ies
AKG Standard and a n t i - s h o c k  s tands

*B-M-S MODE SWITCH POSITIONS

B -  Bass: N ormal, smooth frequency
response. E m phas ized  low  frequency 
response when c lo s e - ta lk e d .

M = Medium: P e rm its  c lo s e - ta lk in g  for 
normal sound w i th o u t  booming or bass 
acce n tua t ion .  Em phas ized  m idd les  and 
h ighs  at greater w o rk ing  d is ta n c e .

S = Sharp: H igh p i tch  sen s a t io n  by
added, upper m id-range b r i l l ia n c e  and 
de -em phasized bass.

The c o m b ina t ion  of mode s w i tc h  po
s i t io n s  and vary ing  p ic k u p  d is ta n c e s  
enab les  a v a r ie ty  of e f fe c ts .

D -1000T S The D-IOOOTS (T ra n s fo rm e r /  
S w i tch )  may be ordered for 
h igh impedance and on-o f f  
s w i tc h  opera t ion .  Package 
in c lu d e s  D-IOOQE w i th  stand 
adapter and case p lus  MK- 
7 /T S - 5  cab le  assem bly  con
s is t in g  of 3 -p in  m icrophone 
mating connecto r w i th  b u i l t -  
in o n -o f f  s w i tc h ,  15’ cab le ,  
h igh impedance transform er 
and phone plug for a m p l i f ie r  
input.
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