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L A V E L IE R

Dynamic Microphone
D-109

DESCRIPTION

A s  in d ic a te d  in the  i l l u s t r a t io n  at le f t ,  the 
new D-109 L a v a l ie r  m ic rophone  is  small in 
deed -  y e t  i ts  sm all c ap s u le  surpasses the 
s e n s i t i v i t y  ra t in g s  exp ec ted  o f  m os t  p ro fes
s io na l  dynam ic m icrophones.

A s id e  from perfo rm ance, the  D-109 is  a lo g ica l  
c h o ic e  fo r  in c o n s p ic u o u s  use in te le v is io n ,  
m ot ion  p ic tu r e  and p u b l ic  address a p p l ic a t io n s  
because i t  is  a t t r a c t iv e ly  s ty le d  and m in ia- 
tur i  zed.

The D-109 is the p ro d u c t  o f  e x te n s iv e  research 
a t  A K G , V ie nn a .  One o f  the many c on s ide ra 
t io n s  in i ts  des ign ta k e s  in to  a c c o u n t  the res
on an ce  o f  the human che s t  c a v i ty  -  for wh ich  
c o r re c t io n s  have been made to as s u re  proper 
speech reproduct ion .

In a d d i t io n ,  the frequ en cy  response curve  may 
be a t ten ua te d  to s p e c i f i c  a p p l ic a t io n s  s im p ly  
by ra is in g  or lo w er ing  the funne l-shaped 
L a v a l ie r  a t tachm ent.

The D-109 is com p le te  w i th  a th in  30 foo t non- 
de ta c h a b le ,  f le x ib le  c a b le  s tr ipped and t inned .

TECHNICAL DATA

F r e q u e n c y  r a n g e

D i r e c t i o n a l  c h a r a c t e r i s t i c s

S e n s i t i  v i  ty

I m p e d a n c e

D i m e n s i o n s

W e ig h t

5 0 - 1 5 , 0 0 0  H z

O m n i - d i r e c t i o n a l

- 5 6  db

2 0 0  o h m s

2 3/ ”  lo n g  x 5 / 8 ”  d i a m e t e r  

1 Zl o u n c e s

CONNECTION DIAGRAM

ARCHITECTS’ AND ENGINEERS’ SPECIFICATIONS

The microphone shall be a dynamic lavalier type with a frequency 
range of 50 to 15,000 Hz, and the frequency response such as to 
take into account the special conditions under which lavalier mi
crophones are used to ensure proper speech reproduction.
The frequency response of the microphone shall be attenuable by 
raising or lowering the funnel-shaped lavalier attachment.
The output level shall be -5 6  db (re 1 mW/10 dynes/cm2) at an 
impedance of 200 ohms (± 15%). The diaphragm shall be of non

m etallic M AKR 0F0L and the system shall be protected against 
iron particles and dust.
The color of the microphone shall be matte light gray, and shall 
not reflect light. The microphone shall incorporate a 30 foot long, 
2-conductor plus shield, flex ib le gray cable.
The dimensions of the microphone shall be 2%”  long by 5 /8 ”  diam
eter and the weight shall not exceed 1.5 ounces.
The microphone specified shall be the AKG D-109.
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