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SHOCK M O U NTED LAVALIER

Dynamic Microphone
DESCRIPTION

New A K G  D-110 la v a l ie r  m icrophone is shock mounted 
to e l im in a te  h a n d l in g ,  c lo th in g  and cab le  rubbing 
n o is e s  for qu ie t  op e ra t ion .

T he  m icrophone e lem ent is  is o la te d  w i th in  the D - H 0  
doub le  hous ing  by a f l e x ib le  susp en s ion  w h ich  prevents 
m ech an ica l  shocks  from reaching the  t ransducer.

D-110 response c h a r a c te r is t ic s  are s p e c ia l ly  contoured 
to com pensate for  la v a l ie r  use, s in c e  a standard m ic ro 
phone in the  ches t  p o s i t io n  exaggera tes  low frequenc ies  
and m u f f le s  h igh f re q u e n c ie s .

The low frequency  r o l l  o f f  from 300 Hz down to  -12 dB 
at 50 Hz reduces tona l c o lo ra t io n  caused by chest 
resonance,  and the  r is in g  response to  an optimum of 
8 dB at 8000 Hz p ro v ide s  the added h igh frequency 
boost requ ired  for a la v a l ie r  m icrophone to c o r re c t ly  
reproduce speech.

Shock mounted, m in ia tu r iz e d  and s ty le d  for in c o n s p ic 
uous hand f ree use, D-110 is a w e arab le  mic rophone 
for  b roadcast,  motion p ic tu re ,  and sound re in fo rcem ent 
a p p l ic a t io n s  by perfo rm ers  and le c tu re rs  needing free
dom of movement.

D-110 is a ls o  idea l fo r  u n ob tru s ive  concea led  p la c e 
ment, susp en s ion  from con fe rence  room c e i l in g s ,  ex
tended hand use w i th o u t  d is c o m fo r t  and s im i la r  a p p l ic a 
t io n s  re q u ir in g  a sm al l  ( 3 - 1 / 8 ”  x 2 3 / 3 2 ” ) and l ig h t  
w e igh t  (3 oz.)  m icrophone.

A K G  D-110 is com p le te  w i th  a d ju s ta b le  ny lon neck 
cord, rem ovab le  la v a l ie r  support  c l i p  and 3 0 ’ of 1 / 8 ”  
d iam ete r,  f ie ld  re p la c e a b le  cab le .

TECHNICAL DATA
Frequency range

D ire c t io n a l  C h a r a c te r i s t i c s

S e n s i t i v i t y

Impedance

Dimen s ions

Weight

50-15 ,000  Hz

Omn i -d i re c t  ional

-56  dB  (re 1 mW/ 10 d y n e s /c m ^ )

200 ohms

3 - 3 / 1 6 "  long x 2 3 / 3 2 "  d iom ete r  

2.75 ounces w i th o u t  cable

ARCHITECTS’ AND ENGINEERS’ SPECIFICATIONS

The microphone shall be a double housing, internally shock 
mounted lavalier type with a frequency response of 50-15,000 Hz. 
The frequency response shall be attenuated from 300 Hz down to 
-12 dB at 50 Hz and include a rise in high frequency response to 
an optimum of 8 dB at 8000 Hz to compensate for the special con
ditions under which lavalier microphones are used and insure 
proper speech reproduction. „
The output level shall be -56 dB (re 1 mW/10 dynes/cnr) at an 
impedance of 200 ohms (± 15%). The diaphragm shall be of non

metallic MAKR0F0L and the system shall be protected against 
iron particles and dust.
The color of the microphone shall be non-reflecting, matte light 
gray. The microphone shall incorporate a 30 foot long, 2 conductor 
plus shield, flexib le gray cable not exceeding 1 /8 ”  diameter. The 
cable shall be field replaceable.
Dimensions of the microphone shall not exceed 3-1/8”  long by 
23/32”  diameter and the weight shall not exceed 3 ounces.
The microphone specified shall be the AKG D-110.
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