
D 125
INSTRUMENT MICROPHONE

O
The D 125 has been s p e c ifica lly  

c re a te d  fo r on  s tage in s tru m e n t m iking 
S trong d ie -c a s t case w ith  s tu rdy  w ire  
m esh front grille . Satin n icke l p la ted  
S h o ck -m o u n te d  tra nsd uce r and  hum 
com p en sa tion  coil.

The flat m id and h igh fre que ncy  
response (no t co m m o n ly  found in dyna 
m ic  m ics) tra ns la te s  in to  un co lo re d  
sound. The ro ll-o f f b e lo w  250 Hz c o m 
pensates  fo r p ro x im ity  e ffe c t (bass boost 
a t c lose w o rk ing  d is tance) and provides 
w e ll-d e fin e d  bass w hen  used c lose  up 
O ptim ized fo r m ik ing  up c ong as  and 
s im ila r pe rcuss ion  in s tru m e n ts , to m 
tom s, and g u ita r am ps, the D 125 is fre 
quen tly  used for horns, too. The required 
w ind sc ree n  is bu ilt in.

The D 125 can  be used  very c lose  
to ex tre m e ly  loud in s tru m e n ts  (trum pet) 
w ith ou t p rob lem s.

STANDARD ACCESSORIES
SA 40 S tand adap te r

OPTIONAL ACCESSORIES
W  31 Foam  w ind scree n  
M K 9 /1 0  C ab le 
St 102 B oo m  stand 
St 200 F loor stand

SPECIFICATIONS
Polar P a tte rn : ca rd io id

Frequency R ange: 6 0 -  15,000 Hz

S e n s itiv ity : 1.9 m V /P a

Im ped an ce . 210 ohm s

S ize: 43  0  x  178 m m  ( 1 . 7 0 x 7  in.)

N e t/S h ip p in g  W e igh t: 2 2 5 /5 4 0  g (7.8 O Z . / 1 . 2  lbs.) CD

/ t

w

48


