
►D 222
INSTRUMENT MICROPHONE

Sim ila r to the D 202, the D 222 has 
a d iffe re n t c ro ss o v e r fre q u e n c y  (400 Hz), 
and its tra nsd uce rs  a re  c o n n e c te d  out o f 
phase. S w itcha b le  0, - 6 ,  -  12 dB  bass 
c u t at 50 Hz.

Like the D 202, the  D 222  e x ce lle n t
ly suits the g rand  p iano  (bass range) and 
horns as w e ll as be ing a v iab le  a lte rn a 
tive to co n d e n se r m ic ro p h o n e s  for 
strings.

STANDARD ACCESSORIES
SA 41 /1  S ta nd  adap te r

OPTIONAL ACCESSORIES
W  29 +  W  2 9  A  Foam  w in d sc re e n s  
H 10 S te reo  bar
H 30 S h o ck -m o u n t s tand  ad ao te r 
M K  9 /1 0  C ab le 
St 102 B oom  stand 
St 200 F loor stand

SPECIFICATIONS
Polar P a tte rn : ca rd io id

F requency  R ange: 2 0 - 1 8 ,0 0 0  Hz

S e n s itiv ity 1,5 m V /P a

Im p e d a n c e : 320 ohm s

S ize: 45 0  x 205  m m  (1.8 0 x 8 . 1  in.)

N e t/S h ip p in g  W e igh t: 2 5 0 /7 5 0  g (8.8 O Z./1 .7 lbs.)
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