
D 224 ◄
STUDIO MICROPHONE

The m o st expens ive  dyna m ic  m ic ro 
phone fro m  A K G  -  and ju s tifia b ly  so 1 
The D 224, a Tw o W ay design  (bass 
tra nsd uce r 2 0 - 5 0 0  Hz, treb le  tra n s 
du ce r 5 0 0 - 2 0 ,0 0 0  Hz) eq ua ls  the per 
fo rm a n ce  of co n d e n se r m ic ro p h o n e s : 
w ide, fla t fre q u e n cy  response, exce llen t 
tra ns ien t response, nearly  no p ro x im ity  
e ffec t. S w itcha b le  bass cu t (0, - 7 ,
-  12 dB), n icke l p la te d  case.

The D 224 has es ta b lish ed  itse lf as 
an a lte rn a tive  to cond en se r m ic ro p h o n e s  
for m ik ing  sound s o u rc e s  rich in o v e r
tones, such as cym ba ls  (overhead), 
h i-ha t, Leslie tw ee ters .

Ideally su ited  fo r the g ra nd  piano 
(treb le  range) and loud s o u rc e s  that 
overload  co n d e n se rs  (dynam ic  m ic ro 
phones a re  v irtu a lly  im poss ib le  to o v e r 
load).

0# "

STANDARD ACCESSORIES
SA 40 S tand ad ap te r 
W  2 F ron t w in d sc re e n  
W  2 A  Rear w ind sc ree n

OPTIONAL ACCESSORIES
W  22 W ire  m esh w ind sc ree n , e.g., fo r p ro te c tio n  from  d ru m s tic ks  
SA 1 8 /3 B  A ll-m e ta l s tand ad ap te r 
H 30  S h o ck -m o u n t s tand ad ap te r 
M K 9 /1 0  C ab le 
St 102 B oom  s tand 
St 200 F loor s tand

SPECIFICATIONS
Polar P a tte rn : ca rd io id

F req ue ncy  R ange : 20 -  20 ,000 Hz

S ensitiv ity : 1.3 m V /P a

Im ped an ce : 26 0  ohm s

Size: 23 0  x 195 m m  (0.9 0  x 7.7 in .)

N e t/S h ip p in g  W e igh t: 2 8 0 /7 0 0  g (9 .9  OZ./1.6 lbs.) \  *
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