
310
MICROPHONE

SPECIFICATIONS
Polar P a tte rn : ca rd io id

F requency  R ange. 6 0 -  18,000 Hz

S ensitiv ity : 1.3 m V /P a

Im ped an ce : 270 ohm s
Size:

STANDARD ACCESSORIES
SA 41 /1  S ta nd  ad ap te r

OPTIONAL ACCESSORIES
W  23 Foam  w ind scree n  
W  31 Foam  w ind scree n  
M K  9 /1 0  C ab le  
S t 102 B oo m  stand 
St 200 F loor s tand

N e t/S h ip p in g  W e igh t: 2 4 0 /7 0 0  g (8.5 OZ./1 .6  lbs.)

The w ire  m esh ca p  o f the D 310 — 
the  c ritic a l p a rt o f any voca l m ic ro 
phone  -  cons is ts  o f tw o  layers, the 
h e a v y-d u ty  w ire  m esh and bene a th  it an 
ad d ition a l p ro te c tiv e  basket. This, in c o n 
ju nc tio n  w ith  the  in d e s tru c tib le  d ie -c a s t 
case , en su res  the e xce p tion a l ru g ge d 
ness of the A K G  D 310, D 321, and 
D 330 m icro pho ne s. The D 310  case  is 
n icke l p lated.

The D 310 is a p ro fess ion a l voca l 
m ic ro pho ne  that is a lso 
w e ll su ited  fo r 
w in d  instrum ents .

310NR
S am e as D  310, exce p t in a n ti-g la re , da rk  g ra y  finish.

3 10 S
S am e as D  310, exce p t w ith  o n /o f f  sw itch  lockab le  in On position .
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