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CARDIOID

Dynamic Microphones
_______________ ____D-707E/D-707TS

DESCRIPTION

AKG  D-707E and D-707TS are p a r t i c u la r ly  
capab le  of ha nd lin g  high sound pressure 
le v e ls  w i th o u t  o v e r lo a d in g  or d is to r t io n ,  
w h i le  s t i l l  rep roduc ing  sound n a tu ra l ly .

A n o n -m e ta l l ic  d iaphragm  prevents  popping 
and ha rshn ess  in c lo s e -u p  speech and v o c a l is t  
a p p l ic a t io n s .  In a d d i t io n  they  o f fe r  strong 
a n t i - fe e d b a c k  c h a r a c te r is t ic s  and a w ide, 
smooth f requ en cy  response cove r ing  the 
en t i re  a u d ib le  range.

A K G  D-707E low im pedance m icrophone is 
s up p l ied  w i th  a stand adap te r,  15' cab le  w i th  
X L R - 3  con ne c to r  and case .

TECHNICAL DATA

F r e q u e n c y  r e s p o n s e

S e n s i t i v i t y

Im pe d  a n ce

D i r e c t i o n a l  c h a r a c t e r i s t i c s  

D i m e n s i o n s  

N e t  W e ig h t

5 0 - 1 5 , 0 0 0  H z  ±  3 .5  db 

- 5 2  db ( re  1 m W / 1 0  d y n e s / c m ^ )  

D - 7 0 7 E ,  2 0 0  o h m s .  D - 7 0 7 T S ,  H i g h  

C a rd  io id

6 "  lo n g ,  1 7 / 1 6 "  d i a m e t e r  

5 . 7  o z .

------- 125 MJ ------- 2000 m
------  250 M2 ------- 4000 Hi
..... -  500 Ml ------- 8000 Ml
------ 1000 Hi

ACCESSORIES CONNECTION DIAGRAMS

H-24
M S H -5 8 E
S A - 1 0 / 3
MK
A K G

A n t i - s h o c k  s u s p e n s i o n  
F l e x i b l e  s h a f t
S tand  o d a p t e r  ( o r o u n d  c o n n e c t o r )  
S e r ie s  c a b l e s
S ta n d a rd  a n d  a n t i - s h o c k  s t a n d s

D-707E M K -7 /T S -5

A K G  D -707TS (T ra n s fo rm e r /S w i tc h )  m ic ro 
phone may be ordered for h igh  im pedance and 
o n -o f f  s w i tc h  op e ra t ion .  P ackage  in c lud es  
D-707E w i th  s tand adapter and case plus 
M K -7 /T S -5  cab le  a sse m b ly  c o n s is t in g  of 3 -p in  
m ic rophone  m ating connecto r  w i th  recessed ,  
b u i l t - in  o n -o f f  s w i tc h ,  15’ ca b le ,  h igh im
pedance t rans fo rm er and phone p lug for 
ampl i f ie r  input.
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