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The DL42 is state-of-the-art in super-directional dynamics. 
"Cardiline" is E-V's patented combination of line and car- 
dioid design. Compared to other "shotguns,” the DL42 has 
more uniform response in the critical mid and high frequencies 
and much more uniform directivity. Diffraction vanes 
on the line tube reduce narrowing of the coverage angle 
at high frequencies, for significantly more constant sound 
quality under actual studio working conditions where 
some pickups are bound to be a bit "off mike.” And when 
other shotguns "go omni” at low frequencies, E-V provides 
a tighter directional pattern for greater effective reach.
The DL42 works at distances up to four times that 
of conventional omnidirectional microphones. Ideal for use 
on booms, fishpoles, or hand-held, the DL42 comes 
complete with boom shock mount and screw-in handle.

Frequency Response: 50-12,000 Hz 
Impedance: 150 ohms 
Output: - 50 dB 
Diaphragm: EV Acoustalloy"
Case: Aluminum & steel 
Finish: Fawn beige micomatte 
Size:
425mm (163/4”) long:
95mm (33/a') max. diameter
Weight: 800 grams (1 lb, 11 oz) complete;
369 grams (13 oz) mike only 
Cable: Special coil cord to extend from mike 
connector (Switchcraft A3M) to shock mount 
bail for mechanical isolation 
Included: Screw-on handle, windscreen, 
shock mount and carrying case 
Optional Accessories: Shown on 
pages 22 & 23

Jj
m

FREQ UENCY IN HERTZ 5 5


