
M-260
Dynamie Ribbon 
Microphone for Studio 
Purposes
A dynam ic  ribbon  m icro- 
phone hav ing  h ype rca rd io id  
c h a ra c te r is t ic s  and des igned  
fo r s tu d io  use. The sp e c ia l 
fea tu res  of the M-260 are  its 
e x ce lle n t t ra n sm is s io n  q u a l
i t ie s .  T h e  f ro n t - to - b a c k  
a ttenua tion  is a lm o s t co n 
s tan t ove r the  w ho le  fre 
quency  range and at an 
ang le  of 120°, d am pen ing  
va lu e s  of 20 db are ach ieved . 
There fore, the danger of 
feedback  is  ex trem e ly  low. 
The M-260 is  free  from  non
lin e a r d is to rt io ns , re su lt in g  
in a p a r t icu la r  c la r it y  and 
tran spa rency  o f the  sound 
p ic t u r e ,  a n d  is  s p e c ia l l y  
su ited  fo r speech  and m u s ic  
rep roduction . The frequency  
response  is p a r t icu la r ly  fla t, 
y ie ld in g  h ig h -fid e lity  ou tput 
c o m p a ra b le to  co nden se r m i
crophones. A va ila b le  w ith  a 
vo ice -m us ic  sw itch  to a llow  
c lo se  ta lk in g  w ithou t boom 
ing  on bass em phas is .

PR IC E : $ 75.00

Specifications:
F requency  response: 50 —  
18000 ops
O u tpu t leve l a t 1 kc: 0 dbm 
=  1 mw per 10 ubar 
0.09 m v /u b a r (— 58 dbm) 
Po la r pattern: h ype rca rd io id  
O u tp u t  im p e d a n c e :  200
ohm s
Connection s: S u pp lie d  w ith  
co nnecto r m ic rophone  socke t 
M AK-3100S w ithou t cab les. 
D im ensions: 6 .5" x 0.9” , 
head 1.7"


