
M-360
Dynamie Unidirectional 
Studio Microphone
A dynamie ribbon m icro
phone with ultra-modern 
styling, embodying the lat
est technical developments. 
Excellent front-to-back d is
crim ination with rear re
sponse down 24 db from the 
front. Perm its close talk ing 
without bass or booming ac
centuation. Immune against 
moisture and temperature 
changes.. Rubber suspended 
c a r t r id g e . B u ilt - in  on/off 
switch. The M-360 has a 
frequency response hereto 
unm atched by ribbon sys
tems and unusually good 
output level. All frequencies 
between 30 cps and 20,000 
cps are picked up equally 
well, which means absolute 
fidelity of sound reproduc
tion. Quick snap-on head 
and tilting  joint makes this 
microphone ideal for show 
business.

R R IC E : $220.00specifications:
Frequency response. 30 — 
20000 cps
Output level at 1 kc: 0 dbm 
=  1 mw per 10 ubar; 0.14 
m v/ubar (— 55 dbm)
Polar pattern: cardioid 
O u tp u t im p e d a n c e : 200
ohms or 50 ohms sw itchable 
Connections: 16.3 ft. cable 
with 3-pin plug 1 + 3  =  200 
ohms, 2— ground complete 
w ith  s w iv a l b ra c k e ts  and 
adapters for Am erican micro
phone stands.


