
M-80A
Dynamie Unidirectional 

Microphone
A sm artly styled, all metal dynam ic unidirectional microphone. Its 
high sensitiv ity and good directional effects enables the user to 
make surp risin gly good recordings even under the most unfavor
able acoustical conditions. The M-80A com es with a folding table 
tripod but can also be mounted on floor stands. The M-80A {as 
well as the M-808A) has a transform er inside the microphone 
housing, and is a high and low im pedance microphone, depending 
upon how connected. P R IC E : $ 40.00
The M-808A twin dynam ic uni-directional microphone is the 
same as the M80A only in a twin-set package. Each microphone is 
factory precision molded as a m atched pair for stereo sound. The 
satin lined storage case is ideal for g ift g iv in g. Complete with two 
tripod stands. Also com es with a cross bar, as illustrated
Specifications: p r i c e d  75.00

F re q u e n c y  re sp o n se : 50 -16000 cps 
Output level at 1 kc: low im
pedance, 0.18 m v/ubar =  — 53 
dbm {0 dbm =  1 mw per 10 
ubar) high im pedance, 3,1 m v/ 
ubar =  — 50 db (0 db =  1 
v. ubar)
Polar pattern: cardioid 
Output im pedance: 200 ohm s and 80K 
ohms
Connections: Ten feet cables with 
standard USA microphone jack. 
Dim ensions: 1.2" x 1.2" x 5.2"


