


For sportscasters, lecturers, wherever hands-free use 
is required. Always a constant distance from the speaker's 
mouth, RE-51 provides constant level and very high 
relative level over background noise. Sound quality is 
comparable to high quality hand-held microphones, such 
as the 635A May be used with the supplied headband 
or attached to eyeglasses. Preamp/equalizer box has 
cough button, on-off switch, space for two AA cells to power 
it, battery lest, standard A3M-type 3-pin connector, and 
belt clip.

Frequency Response: 60-10,000 Hz 
Impedance: 50-250 ohms 
Output: 54 dB
Case: Mike: Delrin: Preamp: steel 
Finish: Mike: non-reflecting black:
Preamp: fawn beige micomatte 
Size:
Mike lube 5mm (3u«") diameter:
89mm (3W) long; head assembly:
13mm ('/2 ') dia.: 25mm (1 ') long 
Preamp: 82mm (37n  ) long:
66mm (2'932 ) deep; 31 mm (17ae ) wide 
Weight: 263 grams {9.3 oz) complete, less 
batteries; 51 grams (1.8 oz) without preamp 
Cable: 4.6m (15') Switchcraft A3F conn. 
Included: Headband, carrying case

Optional Accessories: Shown on 
pages 22 & 23

FREQUENCY IN HERTZ ZH
>1

0E


