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Package Options Include Plastic and 
Ceramic OIPs 

• Dependable Texas Instruments Quality 
and Reliability 

description 

These devices contain two independent 4-input 
expanders. The '60 perform the Boolean function 
X = ABCD when connected to X and X inputs of 
SN5423/SN7423, SN5450/SN7450, or SN5453/ 
SN7453. The 'H60 performs the same function when 
connected to X and X inputs of SN54H50/SN74H50, 
SN54H53/SN74H53, or SN54H55/SN74H55. 

The SN5460 and SN54H60 are characterized for 
operation over the full military temperature range of 
— 55°C to 125°C. The SIM7460 and SN74H60 are 
characterized for operation from 0 °C to 70 °C. 

logic diagram (each gate) 
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TYPES SN5460, SN54H60, 
SN7460, SN74H60 
DUAL4-INPUT EXPANDERS 

schematics (each gate) 

'60 
Vcc 

m 
•H60 

Vcc 

• • J N O T E S : 1. Connec t to X input of '23, '50, or ' 53 c i rcu i t . 
J " * 2. Connec t t o X input of '23, '50 , or ' 53 c i rcui t . 

3. C o n n e c t to X input of ' H 5 0 , ' H 5 3 , or ' H 5 5 c i rcu i t . 
^ 4. C o n n e c t t o X input of ' H50 , ' H53 , or ' H 5 5 c i rcui t . 
^ ^ Resistor va lues shown are nomina i . 

m 
CO absolute maximum ratings over operating free-air temperature range (unless otherwise noted) 

Supply voltage, V c c fs^ Note 5) 7 V 
Input voltage: 5.5 V 
Operating free-air temperature range: SN54' — 55°C to 125°C 

SN74' 0°C to 70°C 
Storage temperature range — 65°C to 150°C 

N O T E 5: Vo l t age va lues are w i t h respect t o ne two rk g round te rmina l . 
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TYPESSN5460, SN7460 
DUAL 4-INPUT EXPANDERS 

recommended operating conditions 

SN5460 SN7460 
U N I T 

M I N N O M M A X M I N N O M M A X 
U N I T 

V c c Supply voltage 4.5 5 5.5 4.75 5 5.25 V 

V | h High-level input voltage 2 2 V 
V||_ Low-level input voltage o.a 0.8 V 
T A Operating free-air temperature - 5 5 125 0 70 ° c 

The '23, '50, and '53 are designed for use with up to four '60 expanders. 

electrical characteristics over recommended operating free-air temperature range (unless otherwise noted) 

P A R A M E T E R T E S T CONDITIONS'^ 
SN5460 SN7460 

U N I T P A R A M E T E R T E S T CONDITIONS'^ 
M IN T Y P t M A X M I N T Y P t M A X 

U N I T 

V x x l o n ! 

V C C « M I N . V | H = 2 V , V J C 1 . 1 V , 
lx = 3.5 m A T A = - 5 5 ° C 

0.4 
V V x x l o n ! V C C = M I N , V | H = 2 V , V X = 1 V , 

I X ' 3 . 8 mA, T A » 0 ° C 
0.4 

V 

'X (on) 

V C C = M I N , V | H = 2 V , V x = 1 . 1 V , 
IX = 0, T A = - 5 5 ° C 

— 0.3 
mA 'X(on) V C C = M I N , V | H = 2 V , V X - 1 V , 

i x = o, T a = O °C 
- 0.43 

mA 

IX Io f f ) 

V C C » M I N , V|i_ = 0.8 V , V X = 4 . 5 V . 
R x - 1-2 kn , T A = - 5 5 ° C 

0.15 
mA IX Io f f ) V C C = M I N , V | L = 0 . 8 V , V X = 4 . 5 V . 

R x = 1 2 k n , T a = 0 °C 
0.27 

mA 

l| V C C « M A X , V| = 5.5 V 1 1 m A 

l|H V c c = M A X , V | = 2.4 V 40 40 n A 

l |L V C C - M A X , V| = 0.4 V - 1.6 - 1.6 m A 

'CC(on) 
V C C = M A X , V j = 4 . 5 V , 

V X = 0.85 V, lx = 0 
1.2 2.5 1.2 2.5 m A 

S e t o f f ) 
V C C - M A X , V | - 0 , 
V X = 0.85 V, lx - 0 

2 4 2 4 mA 

t For conditions shown as MI N or M A X , use the appropriate value specified under recommended operating conditions. 
X Ail typical values are at VQQ = 5V, T ^ = 25 C. 
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TYPES SN54H60.SN74H60 
DUAL 4-INPUT EXPANDERS 

recommended operating conditions 

SN54H60 SN74H60 
U N I T 

M I N N O M M A X M I N N O M M A X 
U N I T 

\/CC Supply voltage 4.5 5 5.5 4.75 5 5.25 V 
V | h High-level input voltage 2 2 V 
V|[_ Low-level input voltage 0.8 0.8 V 
T ^ Operating free-air temperature - 5 5 125 0 70 ° c 

The 'H50, 'H53, and 'H55 are designed for use with up to four 'H60 expanders. 

electrical characteristics over recommended operating free-air temperature range (unless otherwise noted) 

P A R A M E T E R T E S T C O N D I T I O N S * 
S N 5 4 H S 0 SN74H60 

U N I T P A R A M E T E R T E S T C O N D I T I O N S * 
M I N T Y P t M A X M I N T Y P t M A X 

U N I T 

v X X ( o n ) 

V C C = M I N , V ) H = 2 V , V X - 1 - 1 V , 
l x = 5.85 mA, T A = - 5 5 ° C 

0.4 

V v X X ( o n ) 

V c c ' M I N , V | H - 2 V , V x = 1 V , 
IX = 6.3 mA, T A = 0 ° C 

0.4 

V v X X ( o n ) 
V c C = M A X , V | H = 2 V , V x = 1 v , 
IX - 7.85 mA, T a - 1 2 5 ° C 

0.4 
V v X X ( o n ) 

V c C = M A X , V | H = 2 V , V X = 1 V , 
l x = 7.4 mA, T a > 7 0 ° C 

0.4 

V 

' X (on ) 

V c c - M I N , V | H = 2 V , V x = 1 - 1 V , 
l x - 0 , T a = - 5 5 ° C 

- 0.47 
m A ' X (on ) V C C = MIN, V | H - 2 V , V X = 1 V , 

i x = o, T a = O°C 
- 0 . 6 

m A 

' X (o f f ) 

V c c = MIN, V | L = 0 . 8 V , V X - 4.5 V, 
R x = 575 12, T a = — 55 °C 

0.32 
m A ' X (o f f ) V C C - M I N , V | = 0.8 V, V j ( = 4.5 V, 

R x = 575 SI, T A = 0 ° C 
0.57 

m A 

H V c c = M A X , V | = 5.5 V 1 1 m A 

l |H V c C " M A X , V | = 2 . 4 V 50 50 m A 

l | L V c C - M A X , V | = 0.4 V - 2 - 2 m A 

'CC(on) 
V c c - M A X , V | - 4 . 5 V , 
V x = 0.85 V, lx - 0 

1.9 3.5 1.9 3.5 m A 

'CClof f ) 
V C C - M A X , V | = 0 
V x = 0.85 V , I j f - O 

3 4.5 3 4.5 m A 

Cx V c C ' ' nP u t s< a n t* * open, f = 1 MHz 5.4 5.4 pF 

t For conditions shown as Ml N or M A X , use the appropriate value specified under recommended operating conditions. 
J All typical values are at VQQ = 5 V {except C y >, T ^ = 25°C. 
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