
<StmL-dontlactoi tPioJLusti, Una.

20 STERN AVE
SPRINGFIELD, NEW JERSEY 07081
U.SA 2N1416

TELEPHONE: (973) 376-2922
(212) 227-6008

FAX (973) 376-8960

PNP, Medium Power, alloy
junction trinsistprs for a

output applications.

ABSOLUT2 MAXIMUM RATINGS (Note 1)
Storage Temperature — 40 to + 75 °C
Junction Temperature —40 to +75 "C

Junction Temperature Rise (without heat sink) 0.20 *C/mw
Junction Temperature Ilise (with infinite heat
siruc) 0.12 °C/mw

Collector to Emitter Voltage, VOT _18 volts
Collector Current, I0 —150 ma
Collector Dissipation at 25°C ambient tempera-

tt^2 250 mw

CHARACTERISTICS (T = 25°C)

Mitt. Typ. Max.
Collector Cutoff Current,

ICEO (VC3 = —9v) 7 20 Ma
Collector Current,

Icna (^3 = 1C20 ohnis, VOT = —9v) .. 50 150 ^a

£mc!l Sicncl Pcrcrr.store
(V0 = —4.5v, I0 = —2ma)

Input Reiirttnce, hlb 15 35 ohms
Output Conductance, ho b . . . \ 5 ^mhos
Current Amplification Factor, ht 70 110 150
Voltage Feedback T.atio, hrb 2.5 x 10~4

Cutoil Frequency, fab 600 kc
CutpufCapacitance, Cob 90 MAtf

TO-1

NJ Semi-C iinductors reserves Ihe right to change test conditions, parameter limits ;md package dimensions without notice
Inlbrrnation lumhhvd by NJ Semi-Conductors is believed to he both accurate and reliable .«Ihe lime of going to press. However NJ
Semi-l iinductors assumes no responsibility tor any errors or omissions discovered in its use NJ .Semi-Coiidiuttirs encourages
customers to writ'v Ihiii datasheets are current before plncina orders


