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Welcome to the world of
Midland Précision Sériés

Single-Sideband CB.

Congratulations. You've just
graduated to the state of the art
in mobile CB privacy, power,
clarity and operating con-
venience.

A major advance in the
history of personal communica-
tions, single-sideband CB, in
effect, triples the number of
bands on which you can
communicate.

SSB splits each channel into
three (an upper and lower
sideband, in addition to
standard AM), to give you the
greatest degree of privacy
available in CB.

In the years ahead, you can
expect to realize — time and
time again — the real reasons
and meaning of the front-
running position Midland holds
among CBers everywhere.

And you’ll come to know
that Midland Power is more
than just a slogan, but the
heading of a long list of
seeable, hearable benefits.

Like Controls designed and
located for maximum
convenience and ease of
operation.

And like the assurance that
cornes from knowing the
nationwide Midland service
network goes with you
everywhere you take and use
your Midland SSB.

As your Midland SSB
experience unfolds and grows,
we hope you’ll remember that
CB radio is only one kind of
electronic excellence available
under the Midland nameplate.

Remember that the same
dependability, range and clarity
engineered into your SSB are
also built into a long, versatile
line of Midland car stereo
receivers, tape players and
accessories.

Including widely-acclaimed,
exclusive Midland Micro-
Precision™ AM/FM/MPX
electronic tuning. The one
that’'s so microprecise, it seeks
out and locks exactly on the
station signal.

And keep your eyes and
ears on the popular line of
Midland télévision sets. The
color and black-and-white sets
that give you the quality
features you want at some of
the most attractive prices in the
industry.
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Midland 7001 Mobile CB
Operating Controls.

LED Digital Channel
S/RF Power Meter. Display Tone Switch.

Dual red/green TX/RX
(Transmit/Receive)
Indicator.

AWI (Antenne Warning
Indicator) Light.

Dimmer Switch.

RF/Attenuation Switch

NB/ANL Switch.

CB/PA
Switch.
I [ARRS™S
N\
V V V
4-pin/screw-t
Microphone »
Connector. Clarifier Control.
Variable Squelch LSB/AM/USB Switch.
Power/AF (Audio Control. . .
- Mic (Microphone
Frequency) Gain Gain(ContrF())l )
Control. ’

RF (Radio Frequency)
Gain Control.

Analog-numbered
Channel Selector
Qwitrh



How to install your
Midland mobile CB

This transceiver may be installée! in
any 12-volt negative or positive
ground-system car or truck. Most
current U.S. and foreign vehicles use a
negative system, but some older
models and some newer large trucks
may have a positive ground.

Check the requirements for your
vehicle before you begin installation.

Generally, you have a negative-
ground system if the minus (-) battery
terminal is connected to the motor
block. Contact your dealer in the event
you are unable to détermine your
vehicle’s polarity system.

Installation and operating
accessories lurnished with
your Midland Mobile CB:

1 ‘Take-it-with-you" adjustable
mounting bracket system.

2. Microphone bracket system.

3. Ali main-unit and microphone
mounting hardware needed for
normal installation.

4. DC power cord with phug.

5. Plug-in microphone with coil cord.

6. FCC Form 505.

7. FCC Part 95, Subpart D.

8 FCC Form 555-B

9. Owner’s Manual.

10. Customer Registration Card.

Where to locate your CB
transceiver.

Your new Midland CB is designed
to be installed under the dash of your
vehicle.

Safety and convenience are the
primary considérations in deciding
exactly where to locate your radio.

The transceiver is designed with
most-often-used Controls nearest the
driver. Still, make sure other Controls
are easily reached.

Caution: Be sure that the unit is
located so that it does not interfere
with the driver or impair access to any
Controls. Connecting cables must be
routed and secured In such a manner
as to not interfere with the operation
of the brake, accelerator or other
Controls. Interférence from either the
unit or connecting cables may
contribute to the loss of control of the
vehicle.
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Mounting the main unit.

Step 1 Loosen the retaining knobs on
eacn side of the mounting cP’Jracket to
give enough space for the unit to slide
between the two bracket arms.

Step 2. Position the main unit between
the bracket arms in line with the
retaining knobs. Set the height and
angle for optimum operating comfort
and accessibility.

Step 3: Tighten the retaining knobs.

Installation of microphone
hanger.

Mounting holes are provided on
the side of the transceiver for the
microphone hanger bracket.
Alternately, the bracket can be
attached to the vehicle dash.

Connecting optional remote
speaker.

Locate the "EXT” jack on the
main unit rear panel. Firmly insert and
seat the speaker wire ptug into the
jack.

When connected, the external
speaker will override and “blank out”
the in-unit speaker standard with your
Midland Mobile CB.

Connecting optional Public
Address speaker.

Locate the “PA” jack on the main
unit back panel. Firmly insert and
seat the speaker wire ptug into the
jack.

Directions for mounting the
optional Public Address speaker are
included, along with mounting
hardware, with the speaker.
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Antennas: How to select,
position, install and tune

the right one for you.

Basically, you have two types of
mobile CB antennas — full-length
whip and loaded whip — and a variety
of types of mounts (depending on
where you locate your antenna) to
choose from.

Midland markets a broad line of
high-performance antennas. The
dealer who sold you your Midland CB
can advise which type is best for you.

Where you locate your antenna
does make a différence.

Some general rules for antenna

location that can aid CB performance:

1. Put your mount as high on the
vehicle as possible.

2. The higher the proportion of
antenna length that is above the
roof, the better.

3. If possible, mount the antenna in
the center of whatever surface you
choose.

4. Keep antenna cables away from
noise sources, such as ignition
system, gauges, etc.

5. Make sure you have a solid metal-
to-meta! ground.

6. Exercise care to prevent cable
damage.

Essentially, you have five location
choices: the roof, gutter, rear deck,
front cowl or rear bumper.

Where you décidé to locate your
antenna will détermine the type of
antenna you install. Again, consult
your Midland CB Dealer for advice and
guidance, and measure your needs
against the attributes of the various
Midland antenna models he carries.

Antenna installation.

Follow the manufacturer’s
installation instructions carefully.

Warning: Never operate your CB
radio without attaching an antenna or
with a broken antenna cable. This can
resuit in damage to transmitter
circuitry.

Tuning your antenna.

Some antennas are factory tuned.
However, performance can usually be
improved by slightly lengthening or
shortening its length, using a Standing
Wave Ratio (SWR) meter. For the exact
procedures to be used, refer to the
antenna manufacturer's installation
manuat.

You can buy an SWR meter
separately or have your antenna
checked by your Midland CB Dealer’s
service department.

Rear
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Operating Controls,
connectera: Their

functions and uses.

Starting at the upper left (driver’s side)
and moving counter-clockwise:

S/RF Power Meter. This new high-visibility,
black-on-light green meter is used two
ways. (1) When receiving, it gives the
relative strength of incoming signais. (2)
When transmitting, it shows RF (Radio
Frequency) power output.

4-pin/screw-type Microphone Connecter.
Securely links your microphone to the main
unit during use, yet allows quick
disconnection when out of service.

Off/AF Gain Control. Turns your CB on and
adjusts the Audio Frequency (volume) level
for comfortable réception.

Squelch Control. Turned clockwise, it
quiets the receiver when signais are not
being received and allows a quiet standby
operation.

The Squelch Control functions only in
the receive mode and does not affect
receiver volume when signais are being
received.

To adjust, when no signais are present,
rotate the Squelch Control clockwise until
the receiver is quieted. Incoming signais
will automatically release the squelch
action.

Careful adjustment is necessary as a
setting too far clockwise will not allow
weaker signais to release the squelch
action.

LED Digital Channel Display. llluminated in
easy-to-read green, it displays the channel
selected by use of the analog-numbered
dial just below.

RF (Radio Frequency) Gain Control.
Controls the réception sensitivity (range) of
your CB. To decrease RF gain — to reduce
interférence, for example, in congested
urban areas — turn the knob counter-
clockwise; to increase turn clockwise. The
RF Gain Control affects réception only. It
will not affect transmitter output power.

Clarifier Control. “Fine-tunes” signais
received on either the upper or lower
sideband.

LSB-AM-USB Mode Selector Switch.
Selects the mode of transmission and
réception. Either the upper sideband or
lower sideband of a channel can be
selected, or conventional AM operation.

Mic (Microphone) Gain Control. Adjusts the
sensitivity of the microphone amplifier
circuit to suit individual voice
characteristics and ambient noise
conditions to provide maximum
intelligibility. Rotating the control counter-
clockwise reduces the sensitivity and
requires “close-talking” into the



microphone. When operating from a noisy
vehicle, reducing the Mic Gain setting will
usually improve your transmitted voice
clarity Check with other operators to
détermine the exact setting best for your
voice and car.

CB/PA Switch. An optional PA speaker may
be attached to your transceiver through the
PA output jack on the back panel. This
atlows you to communicate with

pedestrians or other vehicles through your
CB microphone. The CB/PA switch
changes your CB speaker system from a
CB function, using the internai main-unit
speaker, or optional external speaker, to a
Public Address function.

Dimmer Switch. Dims or brightens lighted
Controls for more comfortable day or night
visibility.

Tone Switch. Controls the tonal quality of
received signais in accordance with the
user's preference.

NB/ANL Switch. In the NB (Noise

Blanker) & ANL (Automatic Noise Limiter)
setting, it reduces electrical impulse

noises, such as those caused by engine
ignition Systems, atmospheric noise and
other electrical interférence. The “Off”
setting is used when neither problem exists.

RF Attenuation Switch. Reduces the
incoming signal strength before reaching
the sensitive receiver circuits. Use the "on”
position to improve receiver cross-
modulation and blocking performance in
strong signal metropolitan and urban areas.

Dual red/green TX/RX Indicator. When red,
it indicates the unit is transmitting and acts
as a warning when the microphone push-
to-talk bar is accidentally keyed. When
green, it indicates your transceiver is in the
“receive” mode.

AWI (Antenna Warning Indicator). Alerts
you to trouble in your antenna system that
could damage your transceiver. When the
AWI light cornes on, you should stop
transmitting immediately.

External Speaker Jack. Allows you to
attach an external speaker that will override
the unit’s internai speaker. Connection is
made through the External Speaker Jack
on the back panel.

PA Jack. An optional PA speaker may be
attached to your transceiver through the PA
output jack on the back panel. This allows
you to communicate with pedestrians or
other vehicles through your CB
microphone.

Microphone Push-to-Talk Bar. Simply push
this bar to transmit; release when receiving.
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The table below lists some of the more
common codes and their meanings.

Code
101
10-2
10-3
10-4
105
10-6
10-7
10-8
109
10-10

10-11
10-12
10-13
10-16
10-17
10-18
10-19
10-20
1021
10-22
10-23
10-24
10-25
10-26
10-27
10-28
10-29
10-30
10-32
10-33
10-34

Meaning

Receiving poorly.

Receiving well.

Stop transmitting.

OK, message received.

Relay message.

Busy, stand by.

Out of service; (eaving the air.
In service, subject to call.
Repeat message.

Transmission completed, standing
by.

Tg{lking too fast.

Visitors present.

Advise weather/road conditions.
Make pickup at.

Urgent business.

Anything for us?

Nothing for you; return to base.
My location is.

Call by téléphoné.

Report in person to.

Stand by.

Completed last assignment.
Can you contact?

Disregard last information.

I am moving to Channel.
Identify your station.

Time is up for contact.

Does not conform to FCC rules.
I will give you a radio check.
Emergency traffic.

Trouble at this station.

Musts and mustn’ts
of CB usage.

You must identify your official licensed
call sign at the finish of every
conversation.

You mustn’t carry on a conversation
with another station for more than 5
minutes at a time without taking a 1-
minute break, to give others use of the
channel.

10-35
10-36
10-37
10-38
10-39
1041
10-42
10-43
10-44
10-45
10-50
10-60
10-62
10-63
10-64
10-65

10-67
10-70
1071

10-77
1081
10-82
10-84
10-85
1091
10-93

10-94
10-99

10-200

You mustn’t blast others off the air by

Confidential information.
Correct time is.

Wrecker needed at.
Ambulance needed at.

Your message delivered.
Please turn to Channel.
Traffic accident at.

Traffic tie-up at.

| hdve a message for you.
AN units within range report.
Break channel.

What is next message number?
Unable to copy; use phone.
Network directed to.
Network elear.

Awaiting your next message/
assignment.

AN units comply.

Fire at.

Proceed with transmission in
sequence.

Negative contact.

Reserve hotel room at.
Reserve room for.

My téléphoné number is.

My address is.

Talk doser to mike.

Check my frequency on this
channel.

Please give me a long count.

Mission completed; ail units
secure.

Police needed at.

overpowering them with illegal
transmitter power or illegally high

antennas

You mustn’t use CB to promote illegal

activities.

You mustn’t use profanity.
You mustn’t play musie on your CB.

You mustn’t use your CB to sell
merchandise or commercial services.

15



Frequency-channel
number chart.

Frequency

26.965
26.975
26.985
27.005
27.015
27.025
27.035
27.055
27.065
27.075
27.085
27.105
27.115
27.125
27.135
27.155
27.165
27.175
27.185
27.205
27.215
27.225
27.255
27.235
27.245
27.265
27.275
27.285
27.295
27.305
27.315
27.325
27.335
27.345
27.355
27.365
27.375
27.385
27.395
27.405

MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz
MHz

Channel
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Factors affecting
effective CB range.

Essentially, they’re the same
influences that optimize or limit AM,
FM and other kinds of performance in
moving vehicles:

Terrain: Hills and valleys naturally
interrupt and shorten CB signais.

Weather. You can expect that CB
range will be reduced — perhaps
drastically — in times of atmospheric
disturbance, such as in a thunderstorm
or heavy snow. Sunspots, too, are
known to adversely affect CB
performance.

Obstructions. Inside a tunnel,
covered parking garage or viaduct, CB
transmitting/receiving capability may
be eut off altogether.

In short, you can expect to
maintain maximum transmitting/
receiving performance in flat, open
country in stable (not necessarily
elear) weather conditions.

Should effective range be limited
in these conditions, check to see that
your CB is connected properly and
your antenna adjusted correctly. It
may be necessary to consult your
Midland CB Dealer’s service
department.

What causes noise?

If you héave an abnormal noise
problem, the chances are your vehicle
itself is the cause.

A CB receiver is a very sensitive
instrument, able to pick up small noise
signais and amplify them —
particularly if the source of these
signais is within a few feet of your CB.

Any noise that cornes from your
CB almost certainly cornes from
outside the unit itself. Devices have
been designed into your Midland CB
(a noise blanker or an automatic noise
limiter, for example) to minimize this
kind of distraction.

Trouble-shooting aids.

Frequently, there are simple, quick
actions you can take to eliminate or
minimize such problems as
interférence and noise.



% J7 %"
/ |
!
+ -
8
!
9 [
| "
!
|
!
7 57. !
8 "
$ > . 9
" +F-
o)
| |
! +G-
4 ! "l
| |
!
, )
+
S

.%/1% % . 5 3
% 3*7 %
%, % + %.
#%, % 7% %* .%% !

I 67% "
0 % . 75
IM  N.'
!
) |
!
C% . %
M N
(
I 8
/
!
! /
% |






Parts Law Main PC Board.

Component side.
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Limited Warranty.

Midland International Corporation will repair or
replace, at its option, without charge, any Midland
Précision Sériégs™ Mobile or Base Station Citizen Band
Transceiver which fails due to a defect in material or
workmanship within one year following the initial
consumer purchase.

This warranty does not include any carrying cases,
earphones, or telescoping antennas which may be a
part of or included with the warranted product, or the
cost of labor for removal or reinstallation of the product
in a vehicle or other mounting.

Performance of any obligation under this warranty
may be obtained by returning the warranted product,
freight prepaid, along with proof of the purchase date,
to Midland International Corporation, Warranty Service
Department, 1690 North Topping, Kansas City, Missouri
64120 or to any “Midland Authorized CB Warranty
Service Station.”

Warranty information and the location of the
nearest “Midland Authorized CB Warranty Service
Station” may be obtained by writing Midland
International Corporation, Warranty Service
Department.

This warranty gives you specific legal rights, and
you may also have other rights which vary from state to
state.

Note: The above warranty applies only to merchandise
purchased in the United States of America or any of its
territories or possessions or from a U.S. military
exchange. For warranty coverage on merchandise
purchased elsewhere, consult the supplémentai
warranty information included with this product or ask
your dealer.

Please be sure to fill out and mail the Customer
Registration Card included with this Owners Manual.
Failure to return this card will not affect your rights
under the above warranty.
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